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Equivalent Flow  Organic Load Modules
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Why Choose
the Peat Bio-Filter System?

* Simplicity of design, installation and
operation.

® Secondary and/or tertiary treatment.
* High effluent quality.
* Low capital and operating costs.

* No desludging or backwashing
required.

Ireland

Bord na Ména
Environmental Ltd.,
Newbridge,

Co. Kildare, Ireland.

Tel: 00 353 (0)45 439000
Fax: 00 353 (0)45 432312
E Mail: ed.info@bnm.ie
www.bnm.ie

* Flexible, modular design.
e Seasonal or intermittent use.

* Retrofits existing plants to improve
effluent quality.

UK

Brightwater Engineering Ltd.,
Brightwater House,

Unit 2, Business Centre East,
Avenue One, Letchworth,

Herts SG6 2HB, England.

Tel: 00 44 (0)1462 485005

Fax: 00 44 (0)1462 485003
EMail:enquiries@brightwater.uk.com
www.bnm.ie

Intermittent and
Seasonal Use of
the Peat Bio-Filter
System

The Bord'na Ména Peat
Bio-Filter system is proven
effective in situations of
intermittent or seasonal
loading. Due to the water
binding properties of the
peat, the media and
consequently the microbial
film does not dry out upon
reduction or complete
cessation of wastewater
supply. This unique
property combined with
the physical and chemical
processes which take place
in the peat ensure that a
high level of treatment is
maintained under variable
loading conditions.

Associated Tertiary
Septic Tank  Treatment No.
of Modules

m Nr.

USA

Bord na Ména Environmental
Products US Inc,,

P.O. Box 77457,

Greensboro,

NC 27417, USA.

Tel: 001 336 5479338

Fax: 001 336 5478559

E Mail: bnm-us@bnm-us.com
www.bnm-us.com





